AMENDMENTS TO THE CLAIMS: 

This listing of claims will replace all prior versions and listings of claims in the 
application: 

1 . (Currently amended) A double glass cloth for a printed wiring board, 
comprising a double glass cloth which is composed of warps and wefts, and has a 
double. structure comprising a face side structure and a back side structure wherein said 
face side structure and said back side structure form two layers and are bound with a 
woven structure into one piece and a tota l thickness of sa i d two layorc of tho doub l o 
g l ass c l oth i s 10 urn or moro and 400 urn or loss, and wherein the face side structure 
comprises face side warps which only weave said face side structure, face side wefts 
which only weave said face side structure and common yarns which weave both said 
face side structure and said back side structure, and the back side structure comprises 
back side warps which only weave said back side structure, back side wefts which only 
weave said back side structure and the common yarns which weave both said face side 
structure and said back side structure and a gap, formod by bo i ng onolosod by a warp 
of th e face s i d e struoturo and a warp of th e back s i d e structur e , sa i d warps fac i ng e ach 
othor, and a woft of tho faoo sido structuro and a woft of tho back s i do structuro, sa i d 
wofts facing oaoh othor, has a sma lle r s i do and a l arger s i do and an avorago l ength of 
th e sma l l e r sido i s b e twoon 0 urn and 50 urn , the common yarns constituting a woven 
structure binding said face side structure and said back side structure or a part thereof, 
and when each layer of said glass cloth is viewed from a surface thereof, the wefts of 
the face side structure and the wefts of the back side structure do not overlap each 
other and the warps of the face side structure and the warps of the back side structure 
do not overlap each other . 
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2. (Cancelled). 

3. (Previously Presented) The double glass cloth according to claim 1 , 
wherein the face side structure and back side structure comprise a plain weave. 

4. (Previously Presented) The double glass cloth according to claim 3, 
wherein the face side structure and back side structure are bound together at a rate of 
at least one location per unit structure. 

5-10. (Cancelled). 

1 1 . (Previously Presented) The double glass cloth according to claim 1 , 
wherein said double glass cloth has been subjected to a fiber-opening processing by a 
water flow pressure or by vibration at high frequency using a liquid as a medium. 



